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Who is MedNet

For more than 30 years MedNet offers custom compo-
nents for manufacturers in a wide range of healthcare
industries

We offer a broad portfolio of tubings, bag components
sanitary fittings, connectors and quick connect couplings
from well known manufacturers. Most of our standard
range is available from stock, enabling fast and straight
forward deliveries.

Furthermore you can benefit from our well
established and certified network of manufacturing
partners offering comprehensive material technologies
customised to your individual requirements.

Wer ist MedNet

Seit mehr als 30 Jahren ist MedNet kompetenter Dienstleister
und Zulieferer fir Hersteller in der Gesundheitsbranche

Wir bieten ein breites Portfolio an Schléuchen, Standard-
komponenten wie Sanitéir-Fittings, Beutelkomponenten und
Konnektoren namhafter Hersteller. Einen Grof3teil des Sortiments
halt MedNet auf Lager vor — fiir eine schnelle und effiziente
Lieferung.

Mit unserem gut aufgestellten Netzwerk namhafter und
zertifizierter Hersteller profitieren Sie zudem von einem
umfangreichen Portfolio an Materialien und Fertigungs-
technologien speziell fir lhre individuellen Bauteile und
Materialanforderungen.
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TUBE FITTINGS AND
BIOPROCESS COMPONENTS

Highest quality single barb OEM miniature plastic

fittings suitable for tubings Single Barb OEM-Miniatur-Kunststoffverbinder
from 1,6 mm (1/16") to 25,4mm (1) hachster Qualitét, geeignet fir Schlduche mit einem

Innendurchmesser von 1,6 mm (1/16”) bis 25,4 mm (17)

No parting lines on critical sealing surfaces Keine Trennnéhte an kritischen Dichtflachen zur

ensuring a secure seal Gewdihrleistung einer sicheren Verbindung

Wide range of tube fittings and sanitary fittings for
biopharmaceutical applications

Grof3e Auswahl an Schlauchverbindern und Sanitér-
fittings fir biopharmazeutische Anwendungen
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' BIOPROCESS AND TUBE FITTINGS

Tube-to-Tube Connectors

e Highest quality components for a reliable and leak free
tube connection.

e Different configurations are available to connect two or
more flexible or stiff tubes, for tubing ID ranges from
1,6mm (1/16") to 25,4mm (1”).

¢ Product range includes straight through connectors, re-

ducers, elbows, panel mounts, T’s, Y’s, multiport connec-

tors and Press In Plugs.

e Wide variety of material options available, most popu-
lar: polyamide, polypropylene, polycarbonate, PVDF
(Kynar®), ABS.

Bag Ports

Sanitary Fittings

e SF Series Sanitary Fittings are used in single-use cont-
ainer fluid transport systems, manifolds and wherever
sensitive fluids must be transferred.

e Available in two flange sizes: 1-1/2” (,Maxi”) and the
popular 3/4” (,Mini”) size commonly used with smaller
tubing sizes. Five size options for tubing ranges from
6,4 mm (1/4") to 25,4mm (1”) and end caps availa-
ble.

Bag Ports designed to be ultrasonic or thermal welded
to medical and bio-reactor bags for media and fluid
applications in the bio-pharmaceutical industry.

The Bag Ports incorporate unique features that re-
duce process time and potential damage fo expensive
media. Available with TC connections and barbs for
tubing ranges from 3,2mm (1/8”) to 25,4mm (1“).
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BIOPROCESS AND TUBE FITTINGS '

Clamps

¢ Sanitary Flange Tri-Clamps and Pharmalok™ Clamps
are designed for innovative connection of Maxi and
Mini flanges. Easily operated with one hand, Pharma-
Lok™ Clamps allow effortless attachment of flanged

fittings to bag ports and filters.

Gaskets

* Gasket material options include Class VI compliant
platinum-cured silicone and PTFE/EPDM in sizes that
fit the 3/4” mini flange, 1-1/2" maxi flange, 2 flan-
ge, 3" flange, 4" flange, and 6“ flange.

e These components were manufactured for applications
requiring the highest sanitary standards and chemical
purity.

¢ Tuf-flex® sanitary gaskets are unitized and will main-

tain ID without re-torquing or leaking.
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TUBING

Selection of materials to suit
a wide range of applications:

Silicone, TPE, PUR, LLDPE, PVC, KFlex Kynar®
Wide range of inner and outer diameters
With metric and imperial dimensions

Medical grade materials

GroBe Auwahl an Materialien fir
zahlreiche Anwendungen:

Silikon, TPE, PUR, LLDPE, PVC, KFlex Kynar®
Grof3e Bandbreite an Auf3en- und Innendurchmessern
Mit metrischen und imperialen Gréf3en

Materialien geeignet fir medizinische Anwendungen
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TUBING

Material Selection
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QUICK CONNECT COUPLINGS

Thumb latch and quarter turn techno|ogy
valved or non-valved

Straight and elbow connectors
with and without panelmount

Tubing sizes
IDs from 1,6mm (1/16”) to 19,0mm (3/4")

Barbed or threaded termination

Materials: polypropylene, polyamide (Nylon),
polycarbonate, polyethylene, polysulphone,
PVDF (Kynar®), stainless steel, nickel plated brass

Druckknopf- und Viertel-Drehung-Technologie
mit oder ohne Ventil

Ellbogen- und gerade Konfigurationen
auch als Gehdusedurchfishrung verfigbar

SchlauchgréfBen
IDs von 1,6 mm (1/16”) bis 19,0 mm (3/4")

Schlauch- oder Gewindeanschluss

Materialien: Polypropylen, Polyamid (Nylon),
Polycarbonat, Polyethylen, Polysulfon, PVDF (Kynar®),
Edelstahl, verchromtes Messing
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QUICK CONNECT COUPLINGS ‘

Thumb Latch
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VALVES

Pressure activated check valves:

Valves with opening pressure from 0,087 psi to 4,351psi,
various in- and output types: Luer-to-Luer-, Luer-to-Tube,
Tube-to-Luer, Tube-to-Tube, Tube-to-Thread

Double check valves with opening pressure of 2,5 psi
female luer / tube pocket / male luer or
female Luer / male rotating adaptor / male luer

Luer activated valves

High pressure valves (330 psi opening pressure)
available for contrast pump applications

Druckaktivierte Riickschlagventile:

Ventile mit Offnungsdruck von 0,087 psi bis 4,351 psi,
verschiedene Zu- und Abgénge: Luer-zu-Luer-, Luer-zu-
Schlauch, Schlauch-zu-Luer, Schlauch-zu-Schlauch,
Schlauch-zu-Gewinde

Doppel-Riickschlagventile mit Offnungsdruck von 2,5 psi
weiblicher Luer / Schlauch / ménnlicher Luer oder
weiblicher Luer / Rotieradapter / ménnlicher Luer

Luer aktivierte Ventile

Hochdruckventile (330 psi Offnungsdruck) fir
Anwendungen mit Kontrastmittelpumpen
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VALVES ‘

Luer Activated Valves

¢ OLAV™-Connector for the administration of hazardous
drugs: creates a closed system for the connection with
syringes and infusion lines

* nPulse, needle-free valve with neutral fluid displacement
characteristics: flat, smooth swabbable surface and self
opening slit septum

* Needle-free valves with high flow rate: robust, flat and

swabbable slit septum

Pressure Activated Check Valves

Tube-to-Tube

¢ Open at low fluid pressures in the flow direction
and prevent backflow into the primary line

¢ Available with diapgragm or duckbill valve

Luer-to-Tube

e Open at low fluid pressures in the flow direction

* Prevent backflow into the primary line

Luer-to-Luer

* As aone-way valves in critical drug delivery applications

 As anti-siphon valves in pump applications
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Your Partner for Components, Materials & Services
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